
          
 

PROJECT NAME: 

CITY OF BRUNSWICK CONTRACT NO.: 

CONSULTING FIRM (name, address, phone no.): 

 

PROJECT MANAGER/DESIGN ENGINEER (name, address, pho ne no.): 
 

CHECKED BY:                    DATE: 

STATUS:       (Initials = completed, N/A = not appl icable, * = see attached) 
===========================================================================

 
APPLI
CANT 

  
CITY REVIEW 

1.  General  

 Title  
 
Vicinity Map, with tax map, parcel, and tax ID numbers 
 
Show the current water and sewer classification of the property  
 
Engineer’s name, address, phone number 
 
Developer’s name, address, phone number 
 
Smallest scale:  1” = 100’ 
 
Project Scope (number of lots, townhouses, rentals, equivalent dwelling 
units (EDUs), etc., if known) 
 
Existing and future utilities shown  
 
Proposed W/S utilities and easements shown  
 
Existing, future, and proposed street and pavement layouts shown 
 
Indicate W/S easement encroachments by storm drains, etc. 
 
Indicate W/S encroachment in others’ easements, e.g., SHA right-of-way 
 
When other than City of Brunswick owned or maintained by W/S, identify 
as private or identify municipality, etc. 
 
Indicate when City of Brunswick owned W/S in private (non-dedicated) 
streets 
 
Indicate proposed facilities such as swimming pools, clubhouses, etc. 
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APPLI
CANT 

  
CITY REVIEW 

2.  Water  
 

 Pipe sizes indicated and type and class 
 
Adjoining properties have access to the water main, either by an easement 
or the water main being extended to the property line 
 
Easements shown (minimum size = 30 feet) with water offset 10 feet to 
one 
 
Existing homes with 200 feet of a new distribution line must have access 
to the water main 
 
Fire hydrants spaced and shown 
 
Water mains are looped 
 
Pressure zones delineated and labeled, if known 
 
Indicate possible booster stations, if known 
 
Indicate special metering, fire services, if known 
 
Indicate Cross Connection Control provisions 
 

 

3.  Sewer  
 Pipe sizes indicated and type and class 

 
Adjoining properties have access to the sewer main, either by an 
easement or a stub extended to the property line 
 
Easements shown (minimum size = 30 feet) with sewer offset 10 feet to 
one side 
 
Existing homes within 200 feet of a new sewer main must have access to 
the sewer main 
 
Hydraulic capacity of existing mains and pump stations should be 
indicated 
 
Show flow direction arrows between each manhole 
 
Sewer service connections (SSCs) shown, approximate locations 
 
Note any service restrictions, e.g., first floor only, back flow required 
 
Note any low service connections subject to overflow if sewer main 
surcharges slightly, back flow may be required 
  
Number manholes from lowest invert to highest invert 
 
Indicate pretreatment devices, such as grease traps, etc. 

 

ADDITIONAL COMMENTS: 
 
 
 
 


